
15.6” 10bit LCD, 1920x1080, H/V 178°

3G/HD/SD-SDI, HDMI, CVBS monitoring

Multi-camera log to REC709, HLG & PQ

User 3DLUT upload by USB

Waveform/Vector/Histogram/Audio meters

Peaking/Focus assist/Exposure assist

Anamorphic de-squeeze/Multiple markers

Shipping with portable bag， C-stand mount

Portable Bag

15.6” Portable Field Monitor
FM-16B

3DLUT | HDR | Waveform | Shipping with Bag

FM-16B
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Provide V-mount plate, 
C-stand mount and Accessory hanger

Size: 40×29×16.5cm
Contain all accessories

Use front cover as sunhood



SWIT Electronics Co., Ltd.
+86-25-85805753    
http://www.swit.cc
Email: contact@swit.cc

SWIT Electronics America, Inc
1-(408)260-8258
http://www.switusa.com
Email: info@swit.us

SWIT Electronics Europe GmbH
+49(0)20659799339 
http://www.swit-europe.com
Email: info@swit-europe.com Facebook Page Instagram

Video Scopes

Anamorphic De-squeezVideo Assist

SDR/HDR De-log LUTs

Audio Meters

Waveform and Vector Scope can be used for SDI and HDMI. The 
Waveform can be set for upper and lower luminance threshold 
levels indicated by color.

De-squeeze the image from a camera 
anamorphic lens, Aspect Formats: 
16x9,
4x3, 
x1.3 Anamorphic De-Squeeze
x2.0 Anamorphic De-Squeeze
x2.0 MAG Anamorphic De-Squeeze

Pre-loaded multi camera de-log SDR LUTs and HDR LUTs:

Up to 16 Channels of SDI 
embedded or 2 channels of HDMI 
audio levels can be displayed with 
a choice of options including level 
reference settings and gain.

SDR LUTs
ARRI Log-C Rec709
RED L3G10RWG Rec709
RED RedLogFilm RG3
SONY S-Log2SGamut LC709
SONY S-Log3SG3Cine LC709
Panasonic V-Log Rec709
Canon C-Log1/2/3Cine Rec709
JVC J-Log1 Rec709
BMD 4.6K Film/V3 Rec709
BMD 4K Film/V2/V3 Rec709
BMD CC Film/V2 Rec709

HDR LUTs
ARRI Log-C HLG Rec2020
ARRI Log-C PQ Rec2020
RED L3G10 HLG Rec2020
RED L3G10 PQ Rec2020
SONY S-Log3 Cin HLG Rec2020
SONY S-Log3 Cin PQ Rec2020
SONY S-Log3 SG3 HLG Rec2020
SONY S-Log3 SG3 PQ Rec2020
Panasonic V-Log PQ Rec2020
Panasonic V-Log PQ Rec2020
Canon C-log2/3Cin HLG Rec2020
Canon C-log2/3Cin PQ Rec2020

Red/Blue Peaking focus assist

Over exposure zebra stripes False color with color chart

R/G/B/Mono only mode

VECTORWAVEFORM

Features

Family Models

FM-17
17.3”1920×1080
3GSDI, HDMI, CVBS

SDR/HDR LUTs, Waveform

21.5”1920×1080
1000nit high bright LCD

3GSDI, HDMI, CVBS
SDR/HDR LUTs, Waveform

24”1920×1200
100% DCI-P3 Color Gamut

3GSDI, HDMI
2x SDI PIP/PBP, Waveform

FM-21HDR FM-24DCI


