














Histogram

Switch on/off Histogram pattern

OFF,ON

Histogram Position

Set the display position of Histogram pattern

Histogram Bottom left,Bottom right,Top left,Top right
setting . . | Set the transparency of the background of

Histogram Blendin

° & Histogram pattern OFF,LOW,HIGH
Marker Switch on/off Marker function OFF,Marker,Safety zone All
. 16:9, 15:9, 14:9, 13:9,4:3,2.39:1,2.35:1, 2:1,

Marker Select Set the ratio of Marker 1851, USER L, USER 2

Safety area Set the ratio of Safety area 80%~99%
Marker Fit Marker Switch on/off Fit Marker function OFF,ON
setting Center Marker Switch on/off Center Marker function OFF,ON

Marker Color

Set the color of Marker

White,Red,Green,Blue,Black,Grey

Marker Type

Set the type of Marker

Type 1, Type 2

Marker Outside

Switch on/off Marker Outside function and
change the color.

OFF,Black,Grey

*1 WFM Single line
Switch on “WFM Single line” function,Monitor only show one line waveform of video.Turn
“Menu/Enter” knob left and right to choose the number of waveform lines. (The selected range
of waveform lines depends on the current signal format.)
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l De-embed

Menu option Instruction Selection

Lissajous Switch on/off Lissajous pattern OFF,0ON

Lissajous Position Sgt the display position of Bottqm left,Bottom right,Top left,
Lissajous Pattern Top right

Audio Bar Switch on/off Audio Bar function OFF,0ON

Bar Position Set the display position of Audio Bar Eg;tﬁgmhlteft,Bottom right.Top left,

Bar blending Set thg transparency of the background OFF,LOW,HIGH
of Audio Bar

Bar type*1 Set the type of Audio Bar Type 1, Type 2

Left Channel Select left input audio channel Channel 1~16

Right Channel Select Right input audio channel Channel 1~16

Volume Adjust the volume of audio signal 0~100

*1 Bar type:Audio bar show 16 channel
Type 1:Audio bar only.
Type 2:Show db value of audio signal, audio warning signal and right/left channel information

16



Type 1 Type 2
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B Auto Calibration:
Menu option Instruction Selection
Probe Select*2 Select the calibrator X-rite |1 Pro OEM, Jeti Specbos 1211
Start Calibration*3 Start to calibrate or not NO/YES
Measurement*4 Test current color NO/YES

*1 Auto Calibration

Monitor internally installed 3DLUT Calibrate software, support to directly connect with
below calibrator via USB interface on the front panel.

When start to calibrate,calibrate probe will read the standard color created by monitor
and upload the result to monitor via USB interface.

Monitor will compare the color which created by calibrate probe with standard color
and create a 3D LUT file and finish calibrating automatically.

*2 Probe Select

This monitor support below kinds of calibrate probe:

Brand Model
X-rite |11 Pro OEM
JETI Specbos 1211

*3 Start Calibration
Steps:

1.
2.

Switch on monitor.

Connect Calibrator with monitor via USB interface on the front panel (Compatible with X-rite
and JETI) .Make sure monitor and calibrator is in good condition and the aging time of
monitor is over 30 minutes.

”» 2«

. Before the calibration,please choose” System”-“Recall Profile”-“Factory” to recall your monitor,

then choose” Auto Calibration”-“Probe Select”-“X-rite | 1 pro OEM”.

. Select “Start Calibration”-“YES” to start calibrating.Monitor will show into box and calibrate

position hint box, make sure the lens of calibrator is forward to the calibrate position hint box.
Do not push the LCD screen when setting the calibrator.
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Please make sure the monitor is in
dark room, and the sensor probe is
put in the center marker and close
to the screen.
Select MENU to start!
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5. Select “OK” to do auto-calibratio.Calibrator will measure the color of screen and calibrate the
screen automatically, please pay attention to the progress bar.

6. When the calibration is finished,press “INFO” to switch off the menu and using normally.

7. The screen will show the Delta value before and after calibration,shown as below:
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*4 Measurement
Monitor have calibrated in factory already but also need to re-calibrate after a period of time

using.Before re-calibrating, “Measurement” function will show Delta value of last time calibration,
user can decide to calibrate or not from comparing the Delta value.

Before the measurement,please Last Caltbration New Measured
choose” System”-“Recall Profile”-“Factory” o o
to recall your monitor, Connect your probe . ) ] . ) ]
with the monitor and put it on the right . .
position,choose “Auto Calibration”-“Mea- — f—
sure”, monitor will do auto measurement
and finished in 30 seconds.The Result is as :gé z;%
follows:
I I
CIE and Delta E CIE and Delta E
from last calibration from new measured



B NDI Source

Menuitem Menu Description Selection
Page Page turning 1/2
QCl141*1 Name of NDI device Page, Test Pattern*2

*1 and *2 NDI Device name and NDI source name
The monitor automatically scans the local network and displays all public NDI sources. Select
the NDI device name from the first-level Menu and the NDI source name from the second-level
Menu. Press Menu/Enter to select the corresponding NDI source signal. The currently selected
device and signal name are represented by an asterisk (*).

I NDI Setting

Menuitem Menu Description Selection
Discovery Sever*1 Switch on/off Discovery server function ON/OFF
Sever IP*2 Show the IP address of Discovery server 192.168.1.200

*1 Discovery Sever*

In the Discovery Server module, enter the IP address of the server whose Discovery Server
service is enabled to register the NDI monitor with the server. If the device that sends the NDI
source is also registered with the server, the NDI monitor can detect the NDI source sent by the

device.
*2 Sever IP

The button between "Off" and "on" controls the Discovery Sever function on and off. When the
button is selected as "Off", the Sever IP below will not be displayed. If the button is "On",
192.168.1.200 is displayed under the server IP by default. Enter the IP address of the server you
want to connect to (the server must have Discovery Server enabled).

I Multiview Setting

Menu option

Instruction

Selection

Multiview Type*1

Set the type of Multiview function

PBP,PIP

PIC1*2

Set the signal channel of

PIC 2

Multiview function

SDI1, SDI2, HDMI,NDI

PIP Window Position | Set the Position of PIP on screen

Bottom left,Bottom right,Top left,
Top right,Center

Border

Set the border of PIP function

ON, OFF




*1 Multiview Type

“Multiview Setting” is available when signal channel is Multiview,otherwise “Multiview setting” will
show grey and unavailable;

Part of menu function will be disabled when signal channel is Multiview.

*2PIC1.PIC2

When signal channel is “Multiview”, “PIC 1” and “PIC 2” can not show SDI1 and SDI2 in the same

time.
B System
Menu option Instruction Selection
Key Lock *1 Set key lock function OFF,Lock All,Lock Rotary Knobs,

Lock Key Buttons

Select current Mode Factory, USER1~USER4

Recall Profile *2

Save Profile

Save current setting to one of USER setting

USER1~USER4

Green Mode*3

Set the display mode of Green Mode

Black Bcklight,Grey Backlight

Idle Duration Set the stand-by time before switch on Green Mode | 30s, 1hour, 2hour, 4hour, OFF
DHCP*4 Switch on/off DHCP Mode ON,OFF
IP*5 192.168.001.200
Net mask Show current network information of monitor 255.255.255.000
OSD TIME Set the lasting time of OSD 5~180s
Language Select the operation language of monitor F3Z (Chinese), English
System Reset Reset all setting in the menu NO/YES
Update *6 To do update for monitor NO/YES
*1.Key Lock
ogcocooo oao
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When “Key Lock” function is “ON”, part of menu will be hidden,only “Menu” button is available,
other button will be locked.
Screen will show “Key Locked” when the locking button is pressed,shown as below:




[ Key Locked

*2 Recall Profile/Save Profile
Monitor supply 4 User setting,User can save current setting according to demand and habit to
(USER1~USER4).After that,user only need to select “USER1~USER4” to show corresponding menu
setting.
For example:Adjust “Color Temp” to 2200K, switch on assist function such as “Histogram”, set func-
tion key such as F1to “Only Blue” , now save all these setting to “USER 17, turn “Menu/Enter” to select
“Recall Profile”-“USER 17, monitor will change all setting to the setting which saved in “USER 1”.

*3 Green Mode
If the monitor receives no identifiable signal and the time reaches the value of Idle time, it enters the
energy saving mode, that is, green Color Mode setting state.
For example, if Power Saving mode is set to Black screen and Idle Time is set to 2 hours, the product
channel has no identifiable signal.

*4 DHCP
Connect monitor to the LAN with NDI IN/ETHERNET port in order to control monitor by website.
User can set IP/Net mask/Gateway manually to match their own Network segment when “DHCP”
function is “OFF” in order to detect the NDI signal source in system.

*5 1P
Show the IP address of Monitor.

*6 Update
Firmware can be updated via USB port, update steps as below:
1. Update the latest firmware to the root of USB driver
2. Switch on monitor,connect your USB driver with monitor
3. Select “MENU”-“SYSTEM”-“Update” the monitor will update automatically.
4. Monitor will reboot automatically after successfully updating.



UPDATE

* Caution

Do you want to update now? 1. Make sure only one firmware is copied to the root of USB
Select MENU to start ! . .
driver one time.

2.Do not cut off the power when doing update.

MENU:OK INFO: Quit
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LCD Performance

Model BM-215-NDI BM-245-NDI

Size 21.5inches 23.8inches
Display area 495.6X292.2mm 543.0X316.72mm
Resolution 1920X 1080 19201080
Display color 8bit 8bit

Display ratio 16:9 16:9

Brightness 300 nits 400 nits

Contrast 1000:1 1000:1

Viewing angle

H/V:178°/178°

H/V:178°/178°

Input /Output
BNCX2 3G/HD/SD-SDI X2
HDMIX 1 HDMI Input

Input RS-485X?2 UMD X1

GPIX1
USBX1
ETHERNRT/NDI 100M/1G/10G
BNCX1 3G/HD/SD-SDIX 1

Output BNC to NDIX 1 3G/HD/SD-NDIX 1
RS-485X 1 UMD X1

Other specification

Working AC:100V~240V

voltage DC/Battery: 12V~17V

Power consumption 45W

Working Temperature | 0°C~+50°C

Working Humidity 10%~90%

Storage Temp - 15°C~ + 60°C

Storage Humidity 10%~90%

Overall Dimension 530.6 X364.3X74.2mm 580.9X392.3X74.2mm

Net weight ©nlymonitorbody)| 6 .5KG 8.87KG

Specification



Supported format:Below signal format can be displayed on the monitor

Input terminal Signal format shown in the Status Display as
No. Format
SDI1/2 NDI HDMI SDI HDMI NDI
1 720X 480/60! v - - 720*480160 — —
2 720X 480/60P v/ - Vv 720X480/60P 720*480P60 —
3 720X 576/50! Vv - - 720X 576/50! — —
4 720X 576/50P v/ - 4 720X 576/50P 720*576150 —
5 1280X720/23.98P v/ - Vv 1280X720/23.98P 1280*720P24 —
6 1280X720/24P v Vv 1280 X 720/24P 1280*720P24 —
7 1280X720/25P v/ - 4 1280X720/25P 1280*720P25 —
8 1280X720/29.97P v/ - Vv 1280X720/29.97P 1280*720P30 —
9 1280X720/30P Vv Vv 1280X720/30P 1280*720P30 —
10 1280X720/50P v v 4 1280*720P50 1280*720P50 1280*720P50
11 1280X720/59.94P v/ v Vv 1280*720P59.94 1280*720P60 1280*720P59.94
12 1280 X 720/60P v/ v Vv 1280*720P60 1280*720P60 1280*720P60
13 1920 1080/50I v v Vv 19201080150 1920%1080150 1920*1080150
14 1920 1080/59.94l vV Vv Vv 1920%1080159.94 1920*1080160 1920*1080160
15 1920X1080/60! Vv Vv Vv 1920%1080159.94 1920*1080160 1920*1080160
16 |1920X1080/23.98PSF va - vV 1920 1080/23.98PSF |  1920*1080PSF24 —
17 1920X1080/24PSF Vv — Vv 1920X1080/24PSF 1920*1080PSF24 —
18 1920X1080/23.98P Vv Vv Vv 1920 1080/23.98P 1920*1080P24 1920*1080P24
19 1920X1080/24P v v Vv 1920*1080P23.98 1920*1080P24 1920%1080P24
20 1920X1080/25P vV Vv Vv 1920%1080P25 1920*1080P25 1920*1080P25
21 1920X1080/29.97P Vv Vv Vv 1920*1080P29.97 1920*1080P30 1920*1080P30
22 1920X1080/30P v v Vv 1920*1080P29.97 1920*1080P30 1920%1080P30
23 1920X1080/48P v/ Vv 1920X1080/48P 1920%1080P48 —
24 1920X1080/50P v Vv Vv 1920*1080P50 1920*1080P50 1920*1080P50
25 1920X1080/59.94P v v Vv 1920%1080P59.94 1920*1080P60 1920*1080P59.94
26 1920X1080/60P vV Vv Vv 1920%1080P59.94 1920*1080P60 1920*1080P60
27 12048x1080/23.98PSF v - Vv 2048X1080/23.98PSF | 2048*1080PSF24 —
28 2048<1080/24PSF Vv - Vv 2048 X1080/24PSF 2048*1080PSF24 —
29 2048 1080/25PSF VvV — Vv 2048 X1080/25PSF 2048*1080PSF25 —
30 |2048<1080/29.97PSF v - Vv 2048<1080/29.97PSF | 2048*1080PSF30 —
31 2048 X 1080/30PSF Vv - Vv 2048X1080/30PSF 2048*1080PSF30 —
32 2048<1080/23.98P VvV — Vv 20481080/23.98P 2048*1080P24 —
33 2048X1080/24P v - Vv 2048X1080/24P 2048*1080P24 —
34 2048<1080/25P v - 4 2048<1080/25P 2048*1080P25 —
35 2048<1080/29.97P VvV — Vv 2048X1080/29.97P 2048*1080P30 —
36 2048X1080/30P Vv - Vv 2048>x1080/30P 2048*1080P30 —
37 2048<1080/47.94P Vv - Vv 2048X1080/47.94P 2048*1080P50 —
38 2048<1080/48P VvV — Vv 2048<1080/48P 2048*1080P48 —
39 2048X1080/50P Vv - Vv 2048>%1080/50P 2048*1080P50 —




Input terminal

Signal format shown in the Status Display as

No. Format
SDI1/2 NDI HDMI SDI HDMI NDI

40 | 2048<1080/59.94P Vv — vV 2048 X 1080/59.94P 2048*1080P60 —
41 2048 1080/60P VvV — VvV 2048 X 1080/60P 2048*1080P60 —
42 | 3840X2160/23.98P — v — — — 3840*2160P23.98
43 3840X2160/24P — v/ — — - 3840*2160P24
e 3840X2160/25P — Vv — — — 3840*2160p25
45 | 3840X2160/29.97P — v — — — 3840%2160P29.97
46 3840X2160/30P — v/ — — — 3840*2160P30
47 | 3840X2160/47.94P — — — — - —
48 3840X2160/48P — — — — - —
49 3840X2160/50P — — — — - —
50 | 3840X2160/59.94P — — — — — —
51 3840X2160/60P — — — - —
52 | 4096X2160/23.98P — v/ — — — 4096*2160p23.98
53 4096X2160/24P — v — — — 4096*2160p24
54 4096X2160/25P — v — — - 4096*2160p25
55 | 4096X2160/29.97P — v/ — — — 4096*2160p29.97
56 4096 X2160/30P — Vv — — — 4096*2160p30
57 | 4096X2160/47.94P — — — — - —
58 4096X2160/48P — — — — - —
59 4096X2160/50P — — — — —
60 | 4096Xx2160/59.94P — — — — - —
61 4096X2160/60P — — — — - —

V: Support
% 3G support level A/level B;support RGB444 —:Nonsupport



Troubleshooting

Problem Possible fault reasons Solution
) . Check the power connection of monitor,press “POWER”
Monitor have not switched on button on the front panel.
Wronginput source is selected. Press “Source” button to change the input source
No NDI signal source is selected Select NDI signal in“NDI source”
Input voltage is not stable Reconnect the power
Signal cable loose/wrong Check signal cable,make sure the signal cable
connection connection is right
No video

The battery power is out of
power when powered by battery

Change a new battery

The polarity is reversed when
using DIY power supply

Reconnect the cable refer to standard power supply

The Network segment of monitor
and NDI source is not same.

Make sure the segment of monitor and NDI source is same.
Switch on “DHCP” function to assign the IP address
automatically.

Abnormal Video

Signal cable is in poor contact

Change a new signal cable

Video signal interference

Remove interference sources

Parameters of color is over adjust

Upload User mode to “Factory”

Video is distorted

Reset the aspect ratio

calibrate properly

Press INFO to cancel!

MENU:OK

INFO:Quit

or Color

Video show all blue Switch off “Blue only” function

The “focus assist” function is “ON” | Switch off “Focus assist” function

The “False Color” functionis “ON” | Switch off “False Color” function

Monitor is set to mute mode Turn “MENU/ENTER” knob left and right to adjust volume
No audio Audio cable is in poor contact Change audio cable
output Audio cable is disconnected or )

Check and reconnect the audio cable
connect wrong.
Auto Calibration

Failed! 1. Check whether the calibration probe is selected correctly;

Can not Err: 304 x-rite device error.

2. Check whether the calibration probe is connected with
Monitor via USB;
3. Check whether the calibration can be used normally.




Can not
measure

properly

Measure

Fai led!
Err: 604 x-rite device error.

Press INFO to cancel !

MENU:OK

INFO:Quit

1. Check whether the calibration probe is selected
correctly;

2. Check whether the calibration probe is connected
with Monitor via USB;

3. Check whether the calibration can be used normally.

Can not update

UPDATE

Update fai led!
Err: 501 'BM XXX -NDI_ _vx.x.XXx' File
not found.

Press INFO to cancel!

MENU:OK INFO:Qui t

1. Check whether the firmware is connected with
monitor via USB
2. Check whether the firmware is right.

The monitor web page url does
not match

Enter the correct url for the monitor

The file name for the monitor
page upgrade is incorrect

Use the correct upgrade package (.img file)

Can not upload
cubefile.

Import file

3DLut . cube import failed!
Err: 109 File not found.

Press INFO to cancel !

MENU: OK

INFO:Quit

1. Check whether the cube file is saved In the root
of U-disk,make sure the cube file is right;

2. Check whether the U-disk is connected with
monitor via USB;

3. Check whether the U-disk can be usd normally.

Monitor resetting

1.Switch off the monitor;

2.Find a suitable tool to hold the
button (do not release it) ;

3.Press “POWER” to switch on the
monitor, Tally shows red light
(can release the reset button after
tally shows red light, do not shut
down the monitor when the tally
light shows red light) ;

4. Monitor will reboot after reset;

5. After reboot,monitor will show
current firmware version
(shown as below)

Updates

V12.7.23R

MENU:OK INFO:Quit

Reset may cause the Settings to be lost. You are advised to

perform the reset operation under the vendor's guidance




B Login through wired network

Set the IP address of your computer and monitor to the same segment.

1) Setthe IP address based on the IP address setting method of the Windows version.

2) Start the browser and write down the IP of your monitor to get into the webserver.

3) After getting into the “User Login”, enter the user name and password,the default user namer
is “admin” the default password is “admin”.

1.

Network Setting
Choose “Network Setting” on the left side.

2.“Auto” or “Manual” can be selected for network access; There are two methods for Ethernet

network access , one is DHCP access IP automatically,another one is manually setting.When
use DHCP to access IP,make sure the DHCP serve of router or switcher is enabled,this way is
more convenient,but the IP address is constantly changing,user can enter into the manage
ment interface of Router and switcher to check the IP address of monitor.When using
manual setting way,user need to assign an IP address to the device,the IP address is fixed
unless restore factory setting(When DHCP is enabled,the IP address will be removed).User
can choose according to their requirements.

3. Click“Apply” after entering IP address,Mask,Gateway; If the network access way is changing

from “Auto” to “Manual”,user need to refresh the page to show previous “IP Address”.
“Mask”. “Gateway”and “Mac” (See Fig.2).



& Network Setting SWIT® BM-245-NDI 2 admin

& NDI Setting
Network Setting

& User Setting
Manual
& Update Setting
IP Address 192.168.1.200
Bl Log Setting

Mask 255.255.0.0

Console Setting

Gateway 192.168.1.1

TIPS:
Mac When the MAC address is set to empty,
the system will generate it randomly

Fig.2

I NDI Setting

Source:

1. Choose “NDI Setting” on the left side.

2. There are five parts in NDI Setting,which is Sources. Groups. Discovery Sever. External Sources.
Machine Name,

3.In“Sources”, “The Currently Selected” show currently selected NDI source, “Device Name” show the
name of NDI device, “Channel Name” show the source name in this NDI device;

4. When new NDI source is accessed,user can click “Refresh”to show the new NDI source, one NDI device
can produce more than one source, so one NDI device can correspond to multiple NDI source names;

5. If multiple NDI sources exist, click The Switch button corresponding to the NAME of the NDI source.
Click the Switch button to switch to the corresponding NDI source, and the green button on the right is
ONo

6. When switching to The current NDI source, The Currently Selected NDI source will be displayed with a
gray background.

7. In the Search Search box, Search by the known NDI device name or NDI source name for quick Search.
See Fig.3 below for details.



& Network Setting sw I T® BM-245-NDI

& NDI Setting
NDI Setting

& User Setting
Sources Groups Discovery Server External Sources Machine Name

& Update Setting

The Currently Selected

S __
Device Name Channel Name

Console Setting QCc1098 Test Pattern

Refresh &

Channel Name E

QC1098 Test Pattern m °
Fig.3

Groups:

1.Choose“NDI Setting” on the left

2. In the Groups module, you can add, delete, and modify group names as required. The current NDI
group name is displayed in the box below Groups.

3. Click “Edit” to modify the current NDI group name. In the displayed dialog box, click “Delete” to
Delete the current NDI group name.

4 . To add an NDI Group, click “New Group”. A confirmation window is displayed. Enter the Name of the
Group you want to add in the "Groups Name" input box and click "OK".

5. After the new NDI group name is confirmed, the new NDI group name is displayed in the box below
Groups.

6. In the Search box, you can Search for an NDI group based on the known NDI group name.
If the current group is empty, the Groups switch generates a Public group by default. See Figure 4
below for details . All changes to Groups must be made by hitting Apply.

€ Network Seting SWITeeum-2e5n01 2 admin

© NDI Setting
NDI Setting

& User Setting
Groups Discovery Server External Sources Machine Name
S “E

& Edit [ Delete

B Log Setting

Console Setting

Fig.4



Discovery server:

1. Choose “NDI Setting” on the left side.

2. In the Discovery Server module, enter the IP address of the server whose Discovery Server service is
enabled to register the NDI monitor with the server. If the device that sends the NDI source is also
registered with the server, the NDI monitor can detect the NDI source sent by the device.

3. The button between "OFF" and "ON" controls the switch of Discovery Sever functionality. If the
button is set to OFF, IP cannot be entered in the IP address input box below.

4. When the above button is selected as "ON", you can enter the IP address input box below, enter the
IP address of the server to be connected (the server must have Discovery Sever service enabled),
and click "Apply". See Fig. 5 below for details.

& Network Setting SWITesm245-800 £ admin

@ NDI Setting

NDI Setting

2 User Setting
Discovery Server External Sources Machine Name

& Update Setting
OFF ON

IP address 192.168.1.1

Apply

B Log Setting

Console Setting

Fig.5
External Sources:

1. Choose “NDI Setting” on the left side.

2. In the External Sources module, add corresponding IP addresses to obtain NDI Sources sent by
device on different subnets or solve other local discovery problems.

3. You can add, delete, and modify IP addresses in “IP Address”. The current IP Address is displayed in
the box below the IP Address. You must click Apply to make the Settings take effect.

4. To add an NDI group, click “New External Source” to add an IP Address. A confirmation dialog box is
displayed. In the IP Address text box, enter the DESIRED IP Address and click OK. After adding an IP
address to “External Source”, restart the NDI monitor to display the detected NDI sources. See Fig. 6
below for details.

& Network Setting SWIT:sem245.800 £ admin

@ NDI Setting
NDI Setting

2 User Setting
Sources Groups Discovery Server External Sources Machine Name

o e
S E

B Log Setting

192.168.1.1 & Edit

Console Setting

New External source ®

Fig.6



Machine Name:
1.Choose “NDI Setting” on the left side.
2.In the Machine Name module, the default NDI monitor Name is BM-245-NDlI.

3. You can change the device name according to your requirements and click "Apply" to modify it
successfully. See Fig. 7 below for details.

& Network Setting SWIT® BM-245-NDI 2 admin

& NDI Setting

NDI Setting

& User Setting
Sources Groups Discovery Server External Sources Machine Name

& Update Setting
Machine Name BM-245-NDI

Bl Log Setting
Apply

Console Setting

Fig.7
B User Setting

1.Choose “User Setting” on the left,
2.Click "New Password" and enter the New Password.
3.Click “Confirm Password” to Confirm the Password and enter the new Password again.

4.Click "Apply" to change the password successfully. You can click the "Little Eyes" icon to view the
password. The password must be blank and cannot contain more than 16 characters, and
cannot contain Chinese characters. See Figure 8 below for details.
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0l Update Setting
1. Choose “Update Setting” on the left,

2. Drag the upgrade package to the file box (the default extension of the upgrade package is. Img file)
and click the "Upload" button to start the upgrade, or directly click the "Upload" button, select the
correct upgrade package, click open, and click "Upload" to Upload the upgrade. (if need to change



to select upgrade packages, click select upgrade package to the right of the x cancel the upgrade
package) throughout the upgrade process will last about 1 to 3 minutes (according to the size of the
firmware and the network the case may be), the top of the monitor Tally lights from red to green, the
device will automatically restart, upgrade process don't power outages, Otherwise, the upgrade fails
and the device is abnormal.

3. If necessary, please log in the official website of Osev to obtain the upgrade package. See Figure 9
below for details.
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B Log Setting

1. Choose “Log Setting”

2. All logs are displayed in the box below Log. Date is the Date of logging, Log is the Log information,
and Type is the Log Type. Click Type to select a Log Type from the drop-down list box. See Fig.10
below for details.
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3. Click “Export” to Export logs. In the dialog box that is displayed, name the log file named Filename.

4 . Select the file saving type. There are four options for the file saving type. You can save the file
according to your own requirements.

5. After setting the Export file, click Export in the lower right corner of the popup window to download
the log file to the local PC. See Fig. 11 below for details.
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B Console Setting
1. Choose “Console Setting” on the left;

2. The Console Setting module has six functions: "ping", "ifConfig", "Traceroute", "ifstat",
"iperf3-client" and "iperf3-Server", which are used for debugging network configuration functions.
If you have any questions or need more technical information when using this product, please
contact us by telephone, fax, email, etc.
B Restart

1. In the upper right corner of the main menu, click Restart to Restart the NDI monitor.

2. Wait for the restart progress bar to reach 100%. The restart process takes about 3 minutes. The
NDI monitor will restart to complete. The login page is displayed immediately. See Figure 12 and
Figure 13 below for details.
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